
In a flash, great pictures - the Nikon way. 



SPEED fl 
LIGHTS 1 

An exciting new ex 


Autofocus 
Speedlight 

SB-20 




The SB-20 uses four 1.5V AA-type 
penlight batteries. 


The high-tech styling, high- 
tech performance of the 
SB-20 perfectly match the 
advanced capabilities of the 
distinguished autofocus 
Nikon N2020 and N4004. 
This compact electronic flash 
unit enables the photogra¬ 
pher to shoot with the N2020 
or N4004 even in the dark 
and still obtain perfect, auto¬ 
matically focused pictures. 
This is how it works: If the 
existing light is below a 
certain level, the focus-assist 
LED AF illuminator of the SB- 
20 automatically turns on 
when the N2020 is in Single- 
Servo AF shooting mode or 
the N4004 is in autofocus 
mode. The illuminator gives 
contrast to the subject allow¬ 
ing these autofocus systems 
to function as though it were 
daytime. Exposure control is 
automatic, too. In P DUAL, 

P or P HI exposure mode for 
the N2020, or program auto 
exposure mode for the 
N4004, all you do is set the 
selector of the SB-20 to TTL - 
no fiddling with shutter 
speeds or lens apertures. The 


Specifications 
Light output control 

Silicon thyristor-controlled rectifier 
and series circuitry; automatic TTL 
flash output control with Nikon 
N2020, N4004, N2000 or FA; 
automatic exposure control with any 
Nikon SLR (with Flash Unit Coupler 
AS-4 or AS-7 required with Nikon 
F3); manual control: choose from 
full, 1/2, 1/4, 1/8 and 1/16 output 
Guide number 
(ISO 100 in feet) 

100, with zoom head set at N 
Angle of coverage 
45° horizontal and 60° vertical; with 
zoom head set at N 
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In dim light, or even where there's no light at all - 
you're always confident your pictures will come out 
looking great. Nikon speedlights. Marvelous enough 
to brighten up your world of photography. 


perience — autofocus in the dark 


camera and the SB-20 take 
care of everything to deliver 
a correctly exposed picture, 
every time - even when it's 
r too dark for the human eyes 
to see. Such extra features 
as selectable flash coverage 
angle and bounce flash 
r make the SB-20 an even 
more attractive addition to 
the autofocus system. 



Rotating Flashtube 

Now you can select three 
different flash lens angle 
coverages without optional 
accessories; the SB-20's flash- 
tube rotates for wide cover¬ 
age of 28mm, 35mm and 
85mm. And you get bounce 
flash capability, too. 



TTL Mode Operation 

Choose from a wide range of 
apertures — f/2 to f/22 with 
ISO 100 film. With the Nikon 
N2020, N4004and N2000, pro¬ 
grammed TTL automatic flash 
output control is available, too. 



Automatic Mode Operation 

The SB-20 lets you choose 
from five alternative aper¬ 
tures indicated on the back 
panel. 



Manual Mode Operation 

Lets you choose from five 
different levels of flash light 
output: full, 1/2,1/4,1/8 
and 1/16. 


ISO film speed range 

ISO 25-1600 

Recycling time 

Approx. 7 sec.* 

Number of flashes 

Approx. 150* 

AF assist LED 

Automatically fires LED beam at the 
subject when below predetermined 
level of brightness when N2020 is 
set at Single AF Servo mode or when 
N4004 is set for autofocus mode. 
Power source 

Four 1.5V AA-type penlight batteries 


Dimensions 

(excluding mounting foot) 

Approx. 2.8"(W) X 4.3"(H) X 2.7"(D) 
(71mm X 110mm X 70mm) 

Weight 

(excluding batteries) 

Approx. 9.2 oz. (260g) 

Other features 

Ready-light, open-flash button, 
sync/multiple flash terminal 

Accessories provided 

Soft Case SS-20 

'With fresh alkaline-manganese 
batteries at full output 
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Autofocus 

Speedlight 


SB-22 



The compact speed 

Whether you're a beginner or 
an advanced amateur, the 
SB-22 is a wise choice as 
your electronic flash unit for 
your Nikon camera. 

First, the SB-22 gives the 
N2020 or N4004 autofocus 
capability even in total 
darkness. * 

Second, programmed TTL 
auto flash shooting is possible 
with the Nikon N2020, 

N4004 or N2000. Just set 
the flash mode selector to 
TTL and set the camera to 
a programmed exposure 
mode. TTL auto flash output 
control is also possible with 
the Nikon N2020, N4004, 

N2000 or FA. In both 
modes, the SB-22 automat¬ 
ically controls the flash 
through the lens for correct 
exposure over a wide aper- 


Specifications 
Light output control 

Silicon thyristor-controlled rectifier 
and series circuitry; automatic TTL 
flash output control with Nikon 
N2020, N4004, N2000 or FA; 
automatic exposure control with 
any Nikon SLR (with Flash Unit 
Coupler AS-4 or AS-7 required with 
Nikon F3); manual control: full 
output 

Guide number (ISO 100 in feet) 

41; 30 (with wide-flash adapter) 
Angle of coverage 

60° horizontal and 45° vertical; 

70° horizontal and 53° vertical with 
wide-flash adapter 


The SB-22 uses four 1.5V 
A A-type peril ight batteries. 


ISO film speed range 

ISO 25-1600 
Recycling time 

Approx. 4 sec.* 

Number of flashes 

Approx. 200* 

AF assist LED 

Automatically fires LED beam at 
subject when below predetermined 
light level for N2020 in Single AF 
Servo mode, or N4004 in autofocus 
mode. 

Power source 

Four 1.5V AA-type penlight batteries 

Dimensions(excluding mounting 
foot) 

Approx. 2.7"(W) X 4.1"(H) X 3.1"(D) 
(68mm X 105mm X 80mm) 
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SPEED 

LIGHTS 


Vight with everything 


ture range. And automatic 
exposure control is possible 
with any Nikon SLR. In the 
motor drive (MD) setting, the 
SB-22 provides four continu¬ 
ous flashes at 6 fps (frames 
per second). 

Ready-lights, both on the 
flash unit and in the view¬ 
finder, light up when the 
flash is charged and ready to 
shoot. The ready-light in the 
viewfinder blinks to indicate 
various warnings and to pre¬ 
vent errors. 

The SB-22 gives you other 
features such as selectable 
flash coverage angle, using 
the built-in wide-flash adapt¬ 
er, and bounce flash capabil¬ 
ity. All this makes the SB-22 
an attractive addition to your 
Nikon system. 





Focus-Assist LED AF Illumi¬ 
nator 

When the ambient light level 
is too low for autofocus ope¬ 
ration, the SB-22 AF illumina¬ 
tor automatically lights for 
the N2020 in the Single- 
Servo AF shooting mode, or 
the N4004 in the autofocus 
mode. 



Wide-Flash Adapter 

The angle of flash coverage 
can be increased to that of a 
28mm lens with the wide- 
flash adapter stored in the 
flash head of the SB-22. The 
flash distance scale changes 
when the wide flash adapter 
slides out. 



Tilting Flash Head 

The flash head can be tilted 
down to -7° for close-ups or 
up to 90° for bounce flash 
shooting. 


Weight (excluding batteries) 

Approx 8.8 oz. (250g) 

Other features 

Ready-light, open-flash button, 
sync/multiple flash terminal 

Accessories provided 

Soft Case SS-22 


'With fresh alkaline-manganese 
batteries at full output. 
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Speedlight Handy ; easy-to-use 



SB-17 


The handy speedlight SB-17 
for the Nikon F3 series 
creates a new world of photo¬ 
graphy for you. 

Even with little experience in 
flash photography, you'll find 
the SB-17 easy to operate. 
This compact speedlight has 
convenient auto TTL 
flash control. The sensor 
inside the camera 
measures the light com¬ 
ing through the lens and 
automatically controls 
flash output. This auto 
flash output control always 
results in the correct expo¬ 
sure, regardless of filter, 
speedlight angle, or lens 
aperture. Even with 
brightly backlit subjects, 
you simply use a wider 



i 



The SB-17 uses four 1.5V 
AA-type penlight batteries. 


Specifications 
Light output control 

Silicon thyristor-controlled rectifier 
and series circuitry; automatic TTL 
flash output control with Nikon F3 
(with TTL Remote Cord SC-14 for off- 
camera TTL flash operation); auto¬ 
matic exposure control with any 
Nikon SLR (with Flash Unit Coupler 
AS-6); manual control: full output 
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SPEED 

LIGHTS 


auto TTL speedlight 


aperture setting and fire. 

The SB-17 even has a TTL 
multi-flash terminal, for use 
as the prime flash unit in TTL 
multi-flash photography. 

The SB-17 gives you motor- 
driven flash photography too, 
at four frames per second 
with the F3. The power left 
after each flash is saved for 
the next shot by the silicon- 
controlled rectifier and series 
circuitry. The SB-17 warns you 
when it is mounted incorrect¬ 
ly and when the ASA/ISO 
setting is beyond its working 
range. 

This all adds up to mistake- 
free flash photography. 




Wide-Flash Adapter SW-6 

The SW-6 snaps into place on 
the front of the SB-17 to 
increase the angle of flash 
coverage to that of a 
wideangle 28mm lens. 


Rotating Flash Head and 
Tilting Module 

Now bounce flash photogra¬ 
phy is easier than ever. The 
SB-17's flash module tilts a 
full 90°, with click stops at 
15°, 30°, 60°, and 90°. 


Guide number 
(ASA/ISO 100 in feet) 

82, 59 with Wide-Flash Adapter SW-6 

Angle of coverage 

60° horizontal and 45° vertical; 

70° horizontal and 53° vertical with 
Wide-Flash Adapter SW-6 

ASA/ISO film speed range 

ASA/ISO 25-1000 

Recycling time 

Approx. 8 sec.* 

Number of flashes 

Approx. 160* 

Power source 

Four 1.5V AA-type penlight batteries 


Dimensions 

(excluding mounting foot) 

Approx. 4"(W) X 3.5"(H) X 1.6"(D) 
(101mm X 43mm X 90mm) 

Weight 

(excluding batteries) 

Approx. 9.5 oz. (300g) 

Other features 

Ready-light, open-flash button, 
sync/multiple flash terminal 
Accessories provided 
Wide-Flash Adapter SW-6; Soft Case 
SS-17; Battery Holder MS-6 

‘With fresh alkaline-manganese 
batteries at full output 


7 









Speedlight 

SB-16A/B 




The SB-16 uses four 1.5V AA-type 
penlight batteries. 


Specifications 

Light output control 

Silicon thyristor-controlled rectifier 
and series circuitry; automatic TTL 
flash output control with Nikon F3 
(with AS-8), Nikon N2020, N4004, 
N2000 or FA (with AS-9); auto¬ 
matic exposure control with any 
Nikon SLR; manual control: full 
output 

Guide number 
(ASA/ISO 100 in feet) 

105 with zoom head set at N 
(35mm); 62 at W1 (28mm), with 
Wide-Flash Adapter SW-7 
Angle of coverage 
60° horizontal and 45° vertical with 
zoom head set at W1 (28mm); 78° 
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SPEED 

LIGHTS 


Fully compatible with all Nikon SLRs 


For versatility, you can't beat 
the SB-16 with automatic TTL 
flash output control. It's the 
one Nikon speedlight for all 
SLR Nikons. Connect the main 
flash unit to any Nikon F3- 
series camera with a single 
interchangeable flash unit 
coupler. Or connect to the 
Nikon N2020, N4004, 
N2000, FA, FM2 or 
FG-20 with another. Except 
for the FM2 and FG-20, the 
TTL flash SB-16 automati¬ 
cally controls flash through 
the lens for correct exposure 
so you need never worry 
about aperture settings. Just 
set the speedlight and shoot. 
The SB-16 makes for easy 
flash photography with any 
Nikon SLR camera. 

For truly exciting flash pho¬ 
tography, there's the SB-16's 
versatile main flash head. 

You can zoom it to match the 
picture angle of the lens in 
use. Filling in shadows and 
highlighting eyes pose no 
problem either-the SB-16's 
secondary flash head points 
straight ahead to do just this. 
And the SB-16 even makes 
creative flash techniques 
available to auto exposure 
camera users. 



Tilting/Rotating Flash Head 

Be creative. Tilt the main flash 
head up to 90° in five click 
stops. Or rotate it as much as 
270° in nine click stops (90° 
clockwise - three stops; 180° 
counterclockwise — six stops). 
Or do both. 



Zoom Flash Head 

Zoom the SB-16's main flash 
head to cover the picture 
angle of the lens in use. Set 
at 28mm, 35mm, 50mm or 
85mm — whichever corre¬ 
sponds to the Nikkor or Nikon 
Series E lens in use. 


horizontal and 60° vertical with 
Wide-Flash Adapter SW-7 

ASA/ISO film speed range 

ASA/ISO 25-1000 

Recycling time 

Approx. 11 sec.* 

Number of flashes 

Approx. 100* 

Power source 

Four 1.5V AA-type penlight batteries 

Dimensions 

SB-16A: approx. 3.2"(W) X 6.7"(H) X 
3.9"(D) (82mm X 166.5mm X 
100mm); SB-16B: approx. 3.2"(W) X 
5.7"(H) X 3.9 /, (D) (82mm X 
144mm X 100mm) 


Weight 

(excluding batteries) 

SB-16A: approx. 18.0 oz. (485g); 
SB-16B: approx. 15.7 oz. (445g) 

Other features 

Ready-light, ready-light contact, 
open-flash button, sync/multiple 
flash terminal 
Accessories provided 
Wide-Flash Adapter SW-7; Soft Case 
SS-16; Battery Holder MS-5 

*With fresh set of alkaline-manganese 
batteries at full output 
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TTL Macro 
Speedlight 

SB-21A/B 


Controller AS-12 
For F3 series cameras 
(SB-21 A) 


For Nikon cameras with 
ISO mounting shoe (SB-21B) 



The SB-21 uses four 1.5V AA-type 
pen light batteries. 


Specifications 

Light output control 

Automatic silicon-controlled rectifier 
and series circuitry; TTL auto flash 
output control: with Nikon F3-series 
cameras, connect SB-21 to AS-12, 
with the Nikon N2020, N2000 or 
FA cameras, connect SB-21 to 
AS-14. Manual output control: full, 
1/4 and 1/16 
Guide number 
(ISO 100 in feet) 

(with two flash modules firing; 
at manual full output) 

43 with internal batteries 
49 with external power source 
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SPEED 

LIGHTS 


For TTL macro flash photography 


Obtaining a correct exposure 
with macro flash photography 
is often at best a hit and miss 
effort. Now, Nikon's new Macro 
Speedlight SB-21 makes it a 
breeze. 

At last, TTL automatic expo¬ 
sure is available for shadow¬ 
less wraparound macro 
photography. You can take 
flawless macro photography 
of the small world with no 
distracting shadows by all¬ 
round illumination with two 
flash modules embodied. 
Nikon’s combination of 
camera and SB-21 takes care 
of all the details, for consis¬ 
tently correct macro flash 
exposures every time. 

Of course, the SB-21 offers 
manual control, too. You can 
choose from three levels of 
manual flash output. 

An external power source 
(Nikon LA-2 AC Unit or LD-2 
DC Unit) can be used. 


ILLUMINATOR r-'M-i i— 1 1*—i \ 

Ji i n i mfull m/4 mi 16 
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Focus Illuminator 

The SB-2Ts convenient focus 
illuminator enables you to get 
pinpoint focus adjustment 
under unfavorable lighting 
conditions. 



Wide Illumination Panel 
SW-8 


For shooting flash-to-subject 
distance closer than 40mm, 
the SW-8 attaches to the 
SB-21 flash head to give 
enough light to the subject 
at extremely close shooting 
distances. 



52mm/62mm Adapter 
Rings 

Adapter rings enable you to 
use the SB-21 with lenses 
having a filter diameter of 
52mm or 62mm. 


Angle of coverage 

65° horizontal and 85° vertical 

ISO film speed range (In TTL 
mode) 

ISO 25-1000 

Number of flashes and recycling 
time (at manual full light output) 


. 

Number 
of flashes 
(approx.) 

Recycling 

(approx.) 

Alkaline-manganese 

200 

8 sec. 

Zinc-carbon 

50 

13 sec. 

NiCd 

60 

7 sec. 


Power source 

Four 1.5V AA-type alkaline- 
manganese, zinc-carbon or NiCd 


batteries 

Dimensions (approx.) 

5.1 "(W) X 4.7"(H) X 0.8"(D) 

(130mm X 120mm X 21mm) 
Weight (approx.) 

5.1 oz. (145g) 

Accessories provided 
Wide illumination panel SW-8; 
52mm adapter ring; 62mm adapter 
ring; soft cases SS-21 (for SB-21, 
SW-8 and 52mm and 62mm 
adapter rings), and SS-17 (for 
controller) 
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Speedlight 

SB-11 



The SB-11 uses eight 1.5V AA-type 
penlight batteries. 


The high- 
performance, 
high-power 
speedlight 

Specifications 

Light output control 

Silicon thyristor-controlled rectifier 
and series circuitry; automatic TTL 
flash output control with Nikon F3 
(with TTL Remote Cord SC-12), 

N2020, N2000 or FA (with TTL 
Remote Cord SC-23); automatic 
exposure control with any Nikon 
SLR (with Sensor Remote Cord SC-13 
and Sensor Unit SU-2); manual 
control: full output 
Guide number 
(ASA/ISO 100 in feet) 

118; 82 with Wide-Flash Adapter SW-3 

Angle of coverage 

56° horizontal and 40° vertical; 

67° horizontal and 48° vertical with 
Wide-Flash Adapter SW-3 
ASA/ISO film speed range 
ASA/ISO 25-800 
Recycling time 
Approx. 8 sec.* 

Number of flashes 
Approx. 150* 

Power source 

Eight 1.5V AA-type penlight batteries 

Dimensions (excluding bracket) 

Approx. 4.1"(W) X 10.9"(H) X 4.6"(D) 
(104mm X 276mm X 118mm) 

Weight 

(excluding batteries) 

Approx. 30 oz. (860g) 

Other features 
Ready-light, open-flash button, 
sync/multiple flash terminal 
Accessories provided 
Wide-Flash Adapter SW-3, Sync 
Cord SC-11; Bracket SK-4; Sensor 
Unit SU-2 

*With fresh set of alkaline-manganese 
batteries at full output 


Accessories for SB-11 and SB-14 



SC-23 


Remote Cord SC-12, SC-23 
and SC-13 

The SC-12 (for F3) and SC-23 
(for N2020, N2000, FA) en¬ 
able off-camera automatic 
TTL flash control. The SC-13 
enables automatic flash con¬ 
trol with all Nikon SLRs. 
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LIGHTS 


Speedlight 

SB-14 



The SB-14 uses six C-type batteries 
(in separate DC Unit SD-7) 


Designed to meet 
professional needs 


Specifications 

Light output control 

Silicon thyristor-controlled rectifier 
and series circuitry; automatic TTL 
flash output control with Nikon F3 
(with TTL Remote Cord SC-12), 

N2020, N2000 or FA (with TTL 
Remote Cord SC-23); automatic 
exposure control with any Nikon 
SLR (with Sensor Remote Cord SC-13 
and Sensor Unit SU-2); manual 
control: full output 
Guide number 
(ASA/ISO 100 in feet) 

105; 72 with Wide-Flash Adapter SW-5 

Angle of coverage 

67° horizontal and 48° vertical; 

77° horizontal and 56° vertical 
with Wide-Flash Adapter SW-5 
ASA/ISO film speed range 
ASA/ISO 25-800 
Recycling time 
Approx. 8 sec.* 

Number of flashes 
Approx. 270* 

Power source 

Separate DC Unit SD-7 w/six C-type 
batteries 

Dimensions (excluding bracket) 

Approx. 3.7"(W) X 8.5"(H) X 3.6"(D) 
(94mm X 217mm X 91mm) 

Weight 

(excluding bracket/batteries) 

Approx. 18.7 oz. (530g) 

Other features 

Ready-light, open-flash button, 
sync/multiple flash terminal 
Accessories provided 
Wide-Flash Adapter SW-5, Sync 
Cord SC-11; Bracket SK-5; Sensor 
Unit SU-2 

*With fresh set of alkaline-manganese 
batteries at full output 



Sensor Unit SU-2 

For automatic operation, use 
sensor unit SU-2. Automatic 
flash output control is oper¬ 
able in whichever direction 
the flash is pointed. 

DC Unit SD-7 

The SD-7 accepts six C-type 

batteries, and is designed as 

a separate power source for 

the SB-14, SB-11, SB-20 and 

SB-22. 
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TTL MULTI-FLASH SYSTEM 


Nikon TTL 
Multi-Flash 
Adapter AS-10 


Nikon 
Autofocus 
Speedlight 
SB-22 

Nikon 
Autofocus 
Speedlight 
SB-20 


Nikon TTL Multi-Flasl 
Sync Cord SC-18 



SC-14 
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Nikon 
Speed light 
SB-16B 



AS-10 


Nikon 

TTL Multi-Flash 
Sync Cord SC-19 


Nikon 

TTL Remote 
Cord SC-17 


SPEED 

LIGHTS 


Leave it to Nikon to develop 
a professional-quality TTL 
multiple-flash system that 
anyone can master right away. 
Choose any combination of 
TTL Speedlights SB-16A/B, 
SB-17, SB-20 and SB-22. 

Add a Nikon F3, N2020, 
N4004*, N2000 or FA. 

Then use the TTL remote or 
TTL multi-flash sync cord 
available for TTL off-camera 
or multi-flash photography. 
You're now ready for off- 
camera multiple-flash pho¬ 
tography - minus the strong 
shadows. So go ahead, create 
truly stunning effects. Put the 
extra sparkle in portraiture or 
interior photography. The 
camera body's built-in sensor 
automatically measures and 
controls the light from all 
units. So you'll always get 
perfectly exposed pictures. 
Without complicated manual 
exposure-value calculation or 
accessory flash meters. 


TTL operation not possible with SB-11 SB-14 or SB-21. 


TTL Remote Cord SC-14 

This cord is convenient for 
off-camera automatic TTL 
flash control. It's best to use 
it to soften strong shadow in 
portraiture. 

TTL Remote Cord SC-17 
(for the Nikon N2020, 
N4004*, N2000 and FA) 

Convenient for off-camera 
flash photography. The end of 
this cord is the standard ISO 
accessory shoe. Up to two TTL 


flash units can be connected 
to the SC-17's terminals 
through the TTL Multi-Flash 
Sync Cord SC-18 or SC-19 for 
TTL multi-flash photography. 
TTL Multi-Flash Sync Cord 
SC-18 and SC-19 
Use these cords to connect 
TTL flash units to each other 
through the TTL Multi-Flash 
Adapter AS-10 or TTL Remote 
Control Cord SC-17 for multi¬ 
flash operation. 
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System Configuration 
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Nikon F3 
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AS-10 AS-11 
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*771 operation not possible with SB-11, SB-14 or SB-21. 



Nikon N2020 Nikon N4004* Nikon N2000 Nikon FA 



SB-22 



4 ° 

SC-23 A 



ANot compatible with Nikon N4004 



SB-14 



SB-14 


Flash Unit Couplers AS-4, 
AS-6, AS-7 

The SB-16B, SB-20, SB-22 or 
SB-21 B can be attached to 
the F3 by using the AS-4 or 
AS-7. As for SB-17, for Nikons 
with standard ISO-type acces¬ 
sory shoes, there's Flash Unit 
Coupler AS-6. For F3-series 
cameras, the AS-7 lets you re¬ 
wind or replace film without 
removing the coupler. 

TTL Multi-Flash Adapter 
AS-10 

Attach the AS-10 to the SB-16, 


'-20 


-22 


SSIljSl! 

SB-21B 

™ SC-23 

SB-14 


SB-20, SB-22 or SB-21. 

Connect additional TTL 
speedlight units with the 
SC-18 or SC-19. The AS-10 
controls up to three TTL flash 
units. For added convenience, 
the AS-10 can be mounted on 
a tripod. 

Flash Tripod Adapter AS-11 

Using the SB-16A or SB-17 
away from the camera? The 
AS-11 has a tripod screw so 
you can attach either one to 
a tripod. 
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Camera/Speedlight Compatibilities 


Speedlight 

Camera 

(sync speed) 

SB-20 

SB-22 
SB-16B 
SB-21 B 

F3 series o/so sec.) 

w/FIash Unit 
Coupler AS-4 or AS-7 

N2020 (1/125 sec.) 

N2000 (1/125 sec.) 

/ 

' - 

N4004 (1/100 sec.) 

/ 

(except SB-21 B) 

FA (1/250 sec.) 

/ 

FM2 (1/250 sec.) 

/ 

_ 

FG-20 (1/90 sec.) 

/ 


naa Programmed TTL automatic EZH Non-TTL automatic 
r~^i ttl automatic 


Note: This chart gives the simplest and usually most direct way of connecting the spt 
However, other compatibilities exist. 
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SB-16 A 

SB-17 

SB-21A 

SB-11 

SB-14 


/ 

w/TTL Remote 

Cord SC-12 


w/Flash Unit 

Coupler AS-6 

w/TTL Remote 

Cord SC-23 


w/Flash Unit 

Coupler AS-6 
(except SB-21A) 

w/Remote 

Cord SC-13 


w/Flash Unit 

Coupler AS-6 

w/TTL Remote 

Cord SC-23 


w/Flash Unit 

Coupler AS-6 

w/Remote 

Cord SC-13 


w/Flash Unit 

Coupler AS-6 

w/Remote 

Cord SC-13 


/ : Direct mounting 


•flight unit to each Nikon camera. 
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Nikon Photo 
Contest International 



Each year since 1969, 

Nikon’s prestigious contest gives 
amateur and professional photographers the opportunity 
to match skills with fellow photographers from around the globe. 
Entry forms and rules are available from 
your local Nikon distributor. 


Nikon ® 

\\fe take the worlds 
greatest pictures.® 
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